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Applies To. 2008 Civic Sedan and Coupe — ALL except GX and Hybrid October 12, 2007

2008 Civic Sedan, Coupe: PDI and New Model Information
(Supersedes 07-048, dated August 15, 2007, to update the information marked by the black bars)

This service bulletin gives you the information needed This bulletin provides this new model information:
for the PDI of the 2008 Civic Sedan (4-door) and + HDS (Honda Diagnostic System) Software

Coupe (2-door). It also describes some of the vehicle's s :

new features, equipment, and service information. " ﬁg‘cg’:stg'r%e Radio (XM Standard and XM

NOTE: To do a PDI on a vehicle with a navigation + Trunk Lock Cylinder

system, be sure to complete Service Bulletin 05-044,

2006-08 Civic: PDI of the DVD Navigation System + TPMS (Tire Pressure Monitoring System)
With Voice Recognition.

The 2008 Civic comes in these trim levels: WARRANTY CLAIM INFORMATION

+ DX None. The information in this service bulletin is
O s considered part of the PDI.
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. si PDI PROCEDURES

« SiMugen® NOTE: Make sure you also complete the PDI checklist
9 in the front section of the 2008 Honda Service History
booklet. The PDI procedure is not finished until this

This bulletin includes these PDI procedures: bulletin and the PDI checklist are both completed.

+ Working With a Flat Lift
+ Install Fuses Working With a Flat Lift
A flat lift may interfere with the side-spoiler. Use
+ Check the Battery attachments that eliminate the chance of damage to
+ Fueling the Vehicle the spoiler.

Do the Idle Learn Procedure

Set the Radio and the Clock (Models Without Navi)
Install the Shift Lock Release Cover

Remove the Interior Protective Coverings

Remove the Exterior Protective Coverings

Make Sure the TPMS Sensors Are Operational,
and Set the Tire Pressures 10 A BACKUP FUSE

Install the Front License Plate Holder 7.5 A INTERIOR LIGHT FUSE
Install the Rear License Plate Protectors (Sedan)
Remove the Chin Spoiler Tape

Install the Rear Strakes (EX, EX-L, LX Sedan) if not
Factory-Installed

Navigation System DVD Location/Installation

(If Equipped)

Check/Refresh the XM® Satellite Radio Dealer
Demo Service

Install the Mugen Front Under-Spoiler (Si Mugen
Only)

Install Fuses
To install the fuses:
1. Make sure the ignition is in the LOCK (0) position.

2. Remove the fuses from the glove box, and install
them in the under-hood fuse/relay box.

UNDER-HOOD FUSE/RELAY BOX
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CUSTOMER INFORMATION: The information in this bulletin is intended for use only by skilled technicians who have the proper tools, equipment,
and training to correctly and safely maintain your vehicle. These procedures should not be attempted by “do-it-yourselfers,” and you should not assume
this bulletin applies to your vehicle, or that your vehicle has the condition described. To determine whether this information applies, contact an
authorized Honda automobile dealer.







